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AutoCAD SHX Text
CHEMICAL ADHESIVE ANCHORS SHALL BE "HILTI HIT HY-150" ANCHORING SYSTEM OR "SIMPSON SET-XP" ANCHORING SYSTEM OR APPROVED EQUIVALENT INSTALLED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.   DO NOT CUT EXISTING REINFORCING TO INSTALL.

AutoCAD SHX Text
PLACE CONCRETE PER ACI 304.  USE INTERNAL MECHANICAL VIBRATION FOR ALL CONCRETE.  LIMIT MAXIMUM FREE FALL DROP OF CONCRETE TO 6'-0" FOR #57 AGGREGATE AND 8'-0" FOR #8 AGGREGATE.  ALL PRECAUTIONS SHOULD BE TAKEN TO AVOID SEGREGATION OF CONCRETE DURING PLACEMENT.

AutoCAD SHX Text
PROVIDE (2) #5 BARS WITH 2'-0" PROJECTION ON ALL SIDES OF ALL OPENINGS OR RE-ENTRANT CORNERS IN CONCRETE

AutoCAD SHX Text
SLABS AND GRADE BEAMS SHALL NOT HAVE JOINTS IN A HORIZONTAL PLANE. ALL REINFORCEMENT SHALL BE CONTINUOUS THROUGH ALL CONSTRUCTION JOINTS.

AutoCAD SHX Text
PLACEMENT OF CONDUIT AND PIPES IN CONCRETE SHALL CONFORM TO ACI 318, SECTION 6.3.

AutoCAD SHX Text
%%uSHALLOW FOUNDATIONS

AutoCAD SHX Text
SF-2

AutoCAD SHX Text
SF-3

AutoCAD SHX Text
SF-4
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SF-6

AutoCAD SHX Text
SF-7

AutoCAD SHX Text
SF-8

AutoCAD SHX Text
SF-5

AutoCAD SHX Text
SF-1

AutoCAD SHX Text
SF-9

AutoCAD SHX Text
USE TYPE "M" MORTAR WITH MINIMUM COMPRESSIVE STRENGTH OF 1800psi. IN ACCORDANCE WITH ASTM C270

AutoCAD SHX Text
STRUCTURAL CONCRETE SHALL CONFORM TO ACI 301 SPECIFICATIONS. ALL CONCRETE TYPE I PORTLAND CEMENT. (ASTM C 150) 3000 psi COMPRESSIVE STRENGTH AT 28 DAYS (U.O.N.)

AutoCAD SHX Text
RC-21

AutoCAD SHX Text
RC-20

AutoCAD SHX Text
RC-19

AutoCAD SHX Text
RC-18
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RC-17
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RC-16
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RC-15
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RC-14

AutoCAD SHX Text
RC-13

AutoCAD SHX Text
RC-12

AutoCAD SHX Text
RC-11
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RC-10

AutoCAD SHX Text
RC-9

AutoCAD SHX Text
RC-8

AutoCAD SHX Text
RC-7

AutoCAD SHX Text
RC-6

AutoCAD SHX Text
RC-5

AutoCAD SHX Text
RC-4

AutoCAD SHX Text
RC-3

AutoCAD SHX Text
RC-22

AutoCAD SHX Text
RC-25

AutoCAD SHX Text
RC-23

AutoCAD SHX Text
RC-24

AutoCAD SHX Text
REINFORCING FOR FILLED CELLS SHALL CONFORM TO ASTM A615, GRADE 60.  PROVIDE 32" MIN. LAP SPLICE FOR REBAR.

AutoCAD SHX Text
THREADED ANCHORS SHALL BE ASTM A36 OR A307 QUALITY. ALL CMU CELLS TO RECEIVE ANCHORS SHALL BE GROUTED SOILD.  NOTIFY ENGINEER PRIOR TO SUBSITUTION OF ANY BOLTS INDICATED IN THE DRAWINGS.

AutoCAD SHX Text
CHEMICAL ADHESIVE ANCHORS SHALL BE "HILTI HIT HY-150" OR APPROVED EQUAL. MINIMUM EMBEDMENT SHALL BE 6 " FOR  " DIA., 4 " FOR  " DIA., 3 " FOR  " DIA.   58" FOR  " DIA., 4 " FOR  " DIA., 3 " FOR  " DIA.   34" DIA., 4 " FOR  " DIA., 3 " FOR  " DIA.   14" FOR  " DIA., 3 " FOR  " DIA.   12" DIA., 3 " FOR  " DIA.   12" FOR  " DIA.   38" DIA.   DO NOT CUT EXISTING REINFORCING TO INSTALL.

AutoCAD SHX Text
EXPANSION BOLTS SHALL BE "HILTI KWIK BOLT II" OR APPROVED EQUIVALENT.    MINIMUM EMBED SHALL BE 5" FOR  " DIA., 3 " FOR  " DIA. AND 2 " FOR  " DIA. 34" DIA., 3 " FOR  " DIA. AND 2 " FOR  " DIA. 12" FOR  " DIA. AND 2 " FOR  " DIA. 12" DIA. AND 2 " FOR  " DIA. 12" FOR  " DIA. 38" DIA. 

AutoCAD SHX Text
PROVIDE #5 VERTICAL AT LOCATIONS SHOWN IN PLAN, CORNERS & ENDS/WALLS. VERTICAL REINFORCEMENT "FC" FOR NEW MASONRY WALLS IN Min. 3000 Psi SOLID SOLID (8 TO 10" SLUMP) GROUTED CMU CELL FROM FOUNDATION TO TOP OF WALL.

AutoCAD SHX Text
M-4

AutoCAD SHX Text
M-5

AutoCAD SHX Text
M-6

AutoCAD SHX Text
M-7

AutoCAD SHX Text
M-3

AutoCAD SHX Text
ALL EMBEDDED ITEMS SHALL BE SECURELY TIED IN PLACE PRIOR TO CONCRETE PLACEMENT.

AutoCAD SHX Text
AT CHANGES IN DIRECTION OF CONCRETE WALLS, BEAMS & STRIP FOOTINGS, PROVIDE CORNER BARS OF SAME SIZE AND QUANTITY (U.O.N.) AS HORIZONTAL STEEL.  REFER TO TYPICAL DETAIL.

AutoCAD SHX Text
CONC. WALLS- AS NOTED (1 1/2" CLR. MIN.)

AutoCAD SHX Text
USE THE STRUCTURAL DRAWINGS INCLUDING REVISIONS AND ADDENDA IN CONJUNCTION WITH REVIEWED SHOP DRAWINGS FOR PLACEMENT OF REINFORCING.

AutoCAD SHX Text
NO REINFORCING BARS SHALL BE CUT TO ACCOMMODATE THE INSTALLATION OF ANCHORS, EMBEDS OR OTHER ITEMS.

AutoCAD SHX Text
SHOP DRAWINGS FOR PLACEMENT SHALL BE SUBMITTED FOR REVIEW PRIOR TO REBAR FABRICATION.

AutoCAD SHX Text
BEAMS &COLUMNS (TIES)- 1 1/2" CLR.

AutoCAD SHX Text
B.O. FOOTINGS & UNFORMED EDGES- 3" CLR.

AutoCAD SHX Text
PROVIDE THE FOLLOWING CONCRETE COVERAGE'S OVER REINFORCING,

AutoCAD SHX Text
TERMINATE ALL DISCONTINUOUS TOP BARS WITH STANDARD 90 DEGREE HOOK (PLACED VERTICALLY) UNLESS NOTED OTHERWISE.

AutoCAD SHX Text
WEDGE BOLTS SHALL BE ITW RAMSET/REDHEAD BOLTS OR APPROVED EQUIVALENT INSTALLED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS. 3/4" DIAMETER WEDGE BOLTS SHALL BE OF LENGTH REQUIRED TO PROVIDE 3-1/4" MIN.  EMBEDMENT, 2.0 KIPS TENSION AND 4.1 KIPS SHEAR WORKING LOADS IN 3000psi CONCRETE (U.O.N.)  DO NOT CUT EXISTING REINFORCING TO INSTALL.

AutoCAD SHX Text
HEADED STUD ANCHORS SHALL BE ASTM A 108, GRADE S, 1010 THROUGH 1020 AS MANUFACTURED BY NELSON STUD OR APPROVED EQUIVALENT.  STUD WELDING SHALL CONFORM TO AWS DI.1 "STRUCTURAL WELDING CODE."

AutoCAD SHX Text
DOWEL BAR SPLICERS SHALL BE A COMPLETE ASSEMBLY, INCLUDING COUPLER, FROM ATTACHMENT (WHEN REQUIRED) AND THREADED BAR CAPABLE OF DEVELOPING THE BAR BEING SPLICED IN ACCORDANCE WITH ACI 318 SECTION 12.14.3.

AutoCAD SHX Text
EXTERIOR- 1 1/2" CLR.

AutoCAD SHX Text
INTERIOR- 3/4" CLR.

AutoCAD SHX Text
SLABS (TOP & BOT.-STEEL)

AutoCAD SHX Text
ALL PUMPED CONCRETE WITH #57 AGGREGATE IS TO CONTAIN A HIGH RANGE WATER REDUCING AGENT.  MINIMUM SIZE OF DISCHARGE TO BE 4" I.D.

AutoCAD SHX Text
REINFORCING STEEL SHALL BE NEW DEFORMED BARS THAT ARE FREE FROM RUST, SCALE AND OIL AND CONFORM TO ASTM A615, GRADE 60, WITH MINIMUM YIELD STRENGTH = 60,000. WHERE WELDING REQUIRED ASTM A706, GRADE 60

AutoCAD SHX Text
LAP CONT. BOTTOM STEEL OVER SUPPORT AND CONT.  TOP STEEL AT MID SPAN UNLESS OTHERWISE SPECIFIED. MIN. LENGTH OF LAPPED SPLICES SHALL BE AS FOLLOWS UNLESS NOTED. STAGGER SPLICES SO THAT NO TWO ADJACENT BARS ARE SPLICED IN THE SAME LOCATION UNLESS SHOWN OTHERWISE. WELDED WIRE FABRIC SHALL BE LAPPED ONE FULL MESH AT THE SIDES AND ONE FULL MESH PLUS 2" AT THE ENDS. MAKE ALL BARS CONTINUOUS AROUND CORNERS OF PROVIDE CORNER BARS OF EQUAL SIZE AND SPACING.

AutoCAD SHX Text
WELDED WIRE FABRIC SHALL CONFORM TO ASTM A-185.

AutoCAD SHX Text
ALL SLABS ON GRADE SHALL BE REINFORCED WITH WELDED WIRE FABRIC UNLESS NOTED OTHERWISE IN THE DRAWINGS.

AutoCAD SHX Text
ALL REINFORCING STEEL SHALL BE DETAILED, FABRICATED AND INSTALLED IN ACCORDANCE WITH ACI 318 AND ACI DETAILING MANUAL, ACI 315 CURENT EDITIONS.

AutoCAD SHX Text
CHAMFER ALL EDGES OF EXPOSED CONCRETE 3/4" UNLESS NOTED OTHERWISE.

AutoCAD SHX Text
A 2" I.D. DISCHARGE MAY BE USED WITH #8 AGGREGATE.  USE PLASTICIZER ADMIXTURE IF NECESSARY TO INCREASE SLUMPS BEYOND THAT NOTED ABOVE.

AutoCAD SHX Text
4" +/- 1"

AutoCAD SHX Text
PROVIDE NORMAL WEIGHT AGGREGATES IN COMPLIANCE WITH THE REQUIREMENTS OF ASTM C33.

AutoCAD SHX Text
FLYASH WHEN USED, SHALL BE LIMITED TO 20% OF THE CEMENTITOUS MATERIAL.

AutoCAD SHX Text
CHLORIDE: NONE

AutoCAD SHX Text
4" +/- 1"

AutoCAD SHX Text
4" +/- 1"

AutoCAD SHX Text
SPLICE SIZE:

AutoCAD SHX Text
BAR SIZE:

AutoCAD SHX Text
#6
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#4
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#3

AutoCAD SHX Text
35"

AutoCAD SHX Text
16"

AutoCAD SHX Text
27"

AutoCAD SHX Text
22"

AutoCAD SHX Text
COLUMNS

AutoCAD SHX Text
WATER: POTABLE

AutoCAD SHX Text
SLABS

AutoCAD SHX Text
SLUMP:

AutoCAD SHX Text
FOOTINGS

AutoCAD SHX Text
RC-2

AutoCAD SHX Text
%%uREINFORCED CONCRETE

AutoCAD SHX Text
RC-1

AutoCAD SHX Text
MASONRY UNITS SHALL CONFORM TO ASTM C90, WITH A MINIMUM COMPRESSIVE STRENGTH OF 1900psi ON NET SECTION TO PROVIDE NET AREA COMPRESSIVE STRENGTH OF MASONRY (F'm) OF 1500psi., LAID IN RUNNING BOND.

AutoCAD SHX Text
M-1

AutoCAD SHX Text
M-2

AutoCAD SHX Text
%%uMASONRY

AutoCAD SHX Text
ALL CONCRETE DESIGN PLACEMENT SHALL BE IN STRICT ACCORDANCE WITH THE ACI "BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE," ACI 318-95.

AutoCAD SHX Text
CENTER ALL FOOTINGS UNDER THEIR RESPECTIVE COLUMNS OR WALLS UNLESS OTHERWISE SHOWN ON PLANS.  MAXIMUM MISPLACEMENT OR ECCENTRICITY-2".  TOLERANCE FOR MISLOCATION OF COLUMN DOWELS OR ANCHOR BOLTS TO BE PER ACI OR AISC STANDARDS.

AutoCAD SHX Text
HORIZONTAL JOINTS IN FOOTINGS WILL NOT BE PERMITTED.

AutoCAD SHX Text
WHERE VERTICAL CONSTRUCTION JOINTS OCCUR IN CONTINUOUS FOOTINGS.  PROVIDE A MINIMUM CONTINUOUS 2" x 4" KEY WAY ACROSS JOINT FOR EACH 12" OF DEPTH.

AutoCAD SHX Text
COORDINATE PLUMBING LINES WITH FOOTING LOCATIONS FOR INTERFACE OR INTERFERENCE.  INDIVIDUAL FOOTINGS SHOULD BE LOWERED & CONTINUOUS WALL FOOTINGS SHOULD BE STEPPED DOWN PER DETAIL IN DRAWINGS.   ARCHITECT/ENGINEER SHALL BE CONSULTED.

AutoCAD SHX Text
EXCAVATING UNDER OR NEAR IN-PLACE FOOTINGS/FOUNDATIONS WHICH DISTURBS THE COMPACTED SOIL BENEATH THE FOOTINGS/FOUNDATIONS WILL NOT BE PERMITTED.

AutoCAD SHX Text
BACKFILL COMPACTION WORK ADJACENT TO RETAINING WALLS, FOUNDATION WALLS ETC. SHALL USE LIGHT DUTY HAND OPERATED TAMPERS WITHIN 3'-0" DISTANCE FROM THE WALL.

AutoCAD SHX Text
CAUTION SHALL BE USED WHEN OPERATING VIBRATORY COMPACTION EQUIPMENT NEAR EXISTING STRUCTURES TO AVOID THE RISK OF DAMAGING THE EXISTING STRUCTURE.

AutoCAD SHX Text
REINFORCING SHALL BE SUPPORTED ON PRECAST CONCRETE PADS, DOWELS FOR COLUMNS AND FILLED CELLS SHALL BE SECURED IN PLACE PRIOR TO POURING CONCRETE.  USE TEMPLATES FOR SETTING COLUMN DOWELS AND ANCHOR BOLTS.

AutoCAD SHX Text
BOWEN ENGINEERING HAS DESIGNED THE FOUNDATIONS FOR A MINIMUM 2500PSF. ALLOWABLE SOIL BEARING PRESSURE.  CONTRACTOR TO NOTIFY ARCHITECT IF SOIL CONDITIONS ARE UNCOVERED THAT PREVENT THE REQUIRED SOIL BEARING PRESSURE FROM BEING OBTAINED.   THE SOIL FOR THE BUILDING PADS SHALL BE PREPARED IN ACCORDANCE WITH THE GEOTECHNICAL SOILS REPORT FOR THE PROJECT SITE, BY ANDREYEV ENGINEERING.

AutoCAD SHX Text
ALLOWABLE SOIL BEARING PRESSURE  2500PSF.

AutoCAD SHX Text
SEISMIC: ZONE OF MINIMAL SEISMIC ACTIVITY, WIND LOADS CONTROL DESIGN.

AutoCAD SHX Text
D-3

AutoCAD SHX Text
D-6

AutoCAD SHX Text
RISK CATEGORY II;   Coefficient/Internal Pressure: 0.18

AutoCAD SHX Text
COMPONENTS & CLADDING WIND PRESSURES:

AutoCAD SHX Text
DESIGN WIND SPEED 140 MPH.;   Vasd=110mph.  EXPOSURE C;

AutoCAD SHX Text
CODES:  -   FLORIDA BUILDING CODE 7th. EDITION 2020.

AutoCAD SHX Text
STRUCTURAL DESIGN CRITERIA

AutoCAD SHX Text
D-2

AutoCAD SHX Text
FLOOR SLAB     100  PSF.

AutoCAD SHX Text
ROOFS          20  PSF

AutoCAD SHX Text
DESIGN LIVE LOADS:

AutoCAD SHX Text
CONTRACTOR SHALL VERIFY CONDITIONS AND DIMENSIONS RELATIVE TO THE PROJECT.  WHERE THERE ARE CONFLICTS BETWEEN ACTUAL FIELD CONDITIONS AND DATA PRESENTED IN THE DRAWINGS, SUCH CONDITIONS SHALL BE CALLED TO THE ARCHITECT'S ATTENTION AND THE NECESSARY ADJUSTMENTS SHALL BE MADE PER THEIR INSTRUCTIONS.

AutoCAD SHX Text
FV-1

AutoCAD SHX Text
FV-2

AutoCAD SHX Text
FV-3

AutoCAD SHX Text
GENERAL CONTRACTOR SHALL REVIEW AND APPROVE SHOP DRAWINGS BEFORE SUBMITTING THEM TO THE ENGINEER, OTHERWISE THEY WILL BE REJECTED.

AutoCAD SHX Text
IF THERE ARE ANY DISCREPANCIES OR CONFLICTS BETWEEN DRAWINGS, SPECIFICATIONS, OR APPLICABLE CODES THE STRICTER SHALL GOVERN.  SUCH DISCREPANCIES SHALL BE CALLED TO THE ARCHITECT/ENGINEER'S ATTENTION FOR REVIEW. 

AutoCAD SHX Text
%%uFIELD VERIFY CONDITIONS
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%%uGENERAL NOTES

AutoCAD SHX Text
G-16
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G-8
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G-7
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G-1

AutoCAD SHX Text
G-6

AutoCAD SHX Text
G-5

AutoCAD SHX Text
G-4

AutoCAD SHX Text
G-3

AutoCAD SHX Text
G-2

AutoCAD SHX Text
REVIEW ALL PROJECT DOCUMENTS PRIOR TO FABRICATION AND START OF CONSTRUCTION.  REPORT ANY DISCREPANCIES TO ARCHITECT OR STRUCTURAL ENGINEER PRIOR TO PROCEEDING WITH WORK. THE MASONRY WALLS ARE NOT DESIGNED TO WITHSTAND TEMPORARY CONSTRUCTION LOADS.  IT IS THE CONTRACTORS RESPONSIBILITY AT ALL TIMES TO MAINTAIN WALL STABILITY DURING THE CONSTRUCTION PHASE OF THIS PROJECT. IT IS THE CONTRACTORS RESPONSIBILITY TO PROTECT EXISTING FACILITIES, STRUCTURES AND UTILITY LINES FROM ALL DAMAGE DURING CONSTRUCTION. NO STRUCTURAL MEMBER SHALL BE CUT, NOTCHED OR OTHERWISE REDUCED IN SIZE OR STRENGTH WITHOUT PRIOR APPROVAL IN WRITING FROM THE STRUCTURAL ENGINEER. COORDINATE STRUCTURAL AND OTHER DRAWINGS THAT ARE PART OF THE CONTRACT DOCUMENTS FOR ANCHORED, EMBEDDED OR SUPPORTED ITEMS WHICH AFFECT THE STRUCTURAL DRAWINGS. ALL DETAILS AND SECTIONS ON THE DRAWINGS ARE INTENDED TO BE TYPICAL AND SHALL BE CONSTRUED TO APPLY TO ANY SIMILAR SITUATION ELSEWHERE ON THE PROJECT EXCEPT WHERE A SEPARATE DETAIL IS SHOWN. THE INTENTION OF THE PLANS AND SPECIFICATIONS IS TO PROVIDE ALL NECESSARY DETAILS TO CONSTRUCT A COMPLETE STRUCTURE.  WHEN SPECIFIC INFORMATION IS MISSING OR IS IN CONFLICT, THE CONTRACTOR SHALL USE A SIMILAR DETAIL AND/OR THE MORE COSTLY ITEM OF CONFLICT.  THE CONFLICTS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT. THE ENGINEER SHALL NOT BE RESPONSIBLE FOR LAYOUT, DIMENSIONAL ERRORS OR DISCREPANCIES RESULTING FROM THE REPRODUCTION AND USE OF CONTRACT DRAWINGS FOR ERECTION AND SHOP DRAWINGS.  USE OF CONTRACT DRAWINGS REPRODUCED IN WHOLE OR ANY PART IN SHOP DRAWINGS SHALL NOT RELIEVE THE CONTRACTOR NOR SUBCONTRACTORS FROM THEIR RESPONSIBILITY TO ACCURATELY LAYOUT, COORDINATE, DETAIL, FABRICATE AND INSTALL A COMPLETE STRUCTURE. REVIEW ALL SHOP DRAWINGS FOR CONFORMANCE WITH THE CONTRACT DOCUMENTS AND FOR COMPLETENESS AND ANSWER ALL CONTRACTOR RELATED QUESTIONS.  STAMP AND INITIAL ALL SHEETS PRIOR TO SUBMITTING SHOP DRAWINGS TO ARCHITECT FOR REVIEW.  NONCOMPLIANCE WITH THIS REQUIREMENT WILL RESULT IN REJECTION OF SUBMITTAL. GENERAL CONTRACTOR SHALL COORDINATE THE STRUCTURAL DRAWINGS WITH ALL OTHER DISCIPLINES.  WHERE THERE ARE CONFLICTS IN INFORMATION PRESENTED IN THE DRAWINGS OR IF THE DRAWINGS ARE UNCLEAR OR INSUFFICIENT IN ANY MANNER THAT MAY INHIBIT THE CONTRACTORS UNDERSTANDING OF THE PROJECT, SUCH CONFLICTS SHALL BE BROUGHT TO THE ARCHITECT/ENGINEER'S ATTENTION PRIOR TO BIDDING AND THE NECESSARY ADJUSTMENTS SHALL BE MADE PER THEIR INSTRUCTIONS. GENERAL CONTRACTOR SHALL REVIEW & APPROVE ALL SHOP DRAWINGS PRIOR TO SUBMITTAL TO ARCHITECT, OTHERWISE THEY WILL BE REJECTED. PHOTOGRAPHIC REPRODUCTIONS OF THE STRUCTURAL DRAWINGS FOR SHOP DRAWINGS SHALL NOT BE PERMITTED. CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS & DIMENSIONS RELATIVE TO THE SAME.  WHERE THERE ARE CONFLICTS BETWEEN ACTUAL FIELD CONDITIONS SHALL BE BROUGHT TO THE ARCHITECT/ENGINEER'S ATTENTION AND THE NECESSARY ADJUSTMENTS MADE PER THEIR COORDINATION. IF THERE ARE ANY DISCREPANCIES BETWEEN THE STRUCTURAL DRAWINGS, ARCHITECTURAL DRAWINGS, STRUCTURAL DETAILS, STRUCTURAL NOTES, THE PROJECT SPECIFICATIONS, OR APPLICABLE CODES THE STRICTEST SHALL GOVERN. ALL WORK TO BE IN STRICT ACCORDANCE WITH THE LATEST EDITION OF THE FLORIDA BUILDING CODE AND ALL APPLICABLE LOCAL CODES. ONLY WRITTEN CHANGES APPROVED BY THE ARCHITECT AND ENGINEER SHALL BE PERMITTED.
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%%uSPECIALITY ENGINEERING REQUIREMENTS:

AutoCAD SHX Text
PROVIDE #5 DOWEL TO FOOTING AT EACH VERTICAL REBAR LOCATION & PROVIDE #5x24x24" CORNER BAR INTO BEAM @ T/WALL AT FC. (AT CLUSTERS OF FC TOP CORNER BAR MAY BE SPACED OUT TO 24" MAX. o.c.
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M-8
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D-4
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D-5

AutoCAD SHX Text
D-1

AutoCAD SHX Text
WOOD IN CONTACT W/ CONCRETE OR CMU. SHALL BE PRESSURE TREATED "P.T.".

AutoCAD SHX Text
Grade No. 2,  Southern Pine or Spruce, surfaces dry.

AutoCAD SHX Text
For miscelaneous lumber, provide following grade and species equivalent):

AutoCAD SHX Text
W2

AutoCAD SHX Text
W1

AutoCAD SHX Text
PRE-ENGINEERED WOOD ROOF TRUSS SYSTEM SHALL BE DESIGNED BY THE MANUFACTURER'S FLORIDA REGISTERED PROFESSIONAL ENGINEER AND SIGNED & SEALED. FABRICATION SHOP DRAWINGS INDICATING DESIGNED MEMBER LOAD CAPACITIES CONNECTION COORDINATION & REACTIONS SHALL BE SUBMITTED FOR REVIEW.  

AutoCAD SHX Text
Provide galvanized metal connectors and framing anchors of size, type and location shown in drawings, connected per connector Manufacturer's recommendations.

AutoCAD SHX Text
W3

AutoCAD SHX Text
WALL SHEATHING: Provide minimum 1/2" CDX. for exterior wall sheathing.  Nail sheathing to framing supports with Galvanized 8d ring shank nails @ 12"o.c. field & @ 6"o.c. edges.   

AutoCAD SHX Text
W4

AutoCAD SHX Text
NEW LOAD BEARING BEAM MULTIPLE LAMINATED VENEER LUMBER LVL's OR PARALLAM.  Min. Design Strength: Fb:3100psi.; MOE:2,000,000; Ft:2300psi.; Fc:3180psi.; Fcp:1020psi. Fv:290psi. 

AutoCAD SHX Text
ROOF SHEATHING: provide min. 5/8"CDX.  Nail sheathing to framing supports with Galvanized 8d ring shank nails @ 12"o.c. field & @ 6"o.c. edges.   

AutoCAD SHX Text
W5

AutoCAD SHX Text
SOFFIT SHEATHING: Provide minimum 1/2" CDX. for exterior soffit sheathing.  Nail sheathing to framing supports with Galvanized 8d ring shank nails @ 4"o.c. field & edges.   

AutoCAD SHX Text
W6

AutoCAD SHX Text
Lap Board siding shall have min. (2) Galv. 8d Ring Shanks @ 16"Max. o.c.
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F-1

AutoCAD SHX Text
MIN. 4" THICK 3000psi CONC. SLAB W/ (1) LAYER #3 @ 18"o.c. EACH WAY @ MID-DEPTH/SLAB OVER 10MIL. VAPOR BARRIER ON TERMITE TREATED, WELL COMPACTED SOIL MEETING 2000PSF. SOIL BEARING CAPACITY MIN. (TYPICAL UNLESS OTHERWISE NOTED). "TYP. U.O.N."
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EXISTING MONTEVERDE FIRE STATION  TO REMAIN IN PLACE
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EXISTING MONTEVERDE TOWN HALL  TO REMAIN IN PLACE
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B2Ps:(256")PRE-STRESSED HSPCL/T/M.O./T/M.O.
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